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© Insulating textile article. 



© Insulating textile article of the type consisting of a pack 
composed of , two mutually and locally connected textile 
layers between which an insulating filler is inserted, char- 
acterized by the fact that said article consists of two such 
packs, connected on and to each other in such a manner that 
the said connections of one pack are staggered with respect 
to the connections of the other pack. 
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"Insulating textile article" 

The present invention covers insulating textile articles, more 
particularly of the type consisting of two mutually and local- 
5 ly connected textile layers, between which an insulating fil- 
ler is inserted. 

Examples of such articles are down blankets, bed spreads, 
sleeping bags, etc., the filler of which is selected to obtain 
10 thermal insulation or acoustic screens such as sound dampers. 

The problem with this kind of articles is that the areas of 
connection between said textile layers comprise little or no 
insulation filler at all. So, such connections make undesi- 
15 rable thermal or acoustic bridges. 

To remedy this drawback it has already been suggested to in- 
terconnect the said two textile layers by means of an undula- 
ted or zig-zagged intermediate layer, also made of textile, 
20 after which the thus arising casings between said layers are 
filled with down, fibres or similar material. Qua insulation 
this solution is satisfactory. But economically it is not, 
because of manufacturing difficulties. 

25 The purpose of the present invention is to provide another 
solution to this problem. This purpose is attained by means 
of an insulating textile article, of the type consisting of 
a pack composed of two mutually and locally connected textile 
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layers between which an insulating filler is inserted, feat- 
uring that said article comprises two such packs, interconnec- 
ted in such a manner that the said connections of one pack 
are staggered with respect to the connections of the other 
pack. 

For clearer explanation the invention is described in more 
detail by referring to schematic, non-limiting, attached 
drawings in which : 

Figure 1 shows an exploded section of a pack to obtain 
an article according to the invention; 
Figure 2 is a section of an article obtained by combi- 
ning two packs according to Figure 1; 

Figure 3 is a schematic section through an alternative 
of the fillers of each pack and shows these fillers in 
their relative positions in the final product, and 
Figure 4 a means to obtain two layers of undulated fil- 
lers . 

Al already mentioned in the introduction, an insulating arti- 
cle according to the invention is of the type consisting of 
two mutually and locally connected textile layers 1 and 2, be- 
tween which a filler 3 is inserted. In this example the filler 
consists of a layer of polyester fibres. 

The said mutual and local connections are e.g. a series of 
parallel seams 4. 

To obtain an article according to the invention, two packs 
1-3 are placed on each other as shown in Figure 2. It is seen 
that the seams 4 of one pack are staggered with respect to 
those of the other pack. 

In order to obtain an elegant outer aspect of the article, 
pre-shaped fillers should be used by preference. 
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By way of example, Figure 3 shows fillers consisting of po- 
lyester fibres 5, on one side of which parallel strips of po- 
lyester fibres 6 are glued. 

5 Figure 4 shows how a relatively thick layer of polyester fi- 
bres can be cut through to obtain two fillers, each comprising 
a flat and an undulated side 7. 

Interconnection between the two packs of an article is effec- 
10 ted e.g. along the edges of the packs, for example by means 
of classical finishing ribbons. 

Layer 2 of each pack may be a meshwork, which also confers 
better dimensional stability to the article. 

15 

Many alternative embodiments can of course be considered wi- 
thin the scope of the attached claims. 



BNSDOCID: <EP_0064792A2J_> 



1 



0064792 



Claims . 

1. - Insulating textile article of the type consisting of a 
pack comprising two mutually and locally connected textile 
layers (1-2) between which an insulating filler is inserted, 
characterized by the fact that said article consists of two 
such packs interconnected in such a manner that the said con- 
nections of one pack are staggered with respect to the con- 
nections of the other pack. 

2. - Insulating article according to claim 1, characterized 
by the fact that a layer of insulating material is used as 
filler (3) for each pack, one side of this layer being flat 
and the other side undulated, respectively ribbed, said packs 
being attached on and to each other so that said flat sides 
of the fillers are directed towards one another. 

3. - Insulating article according to claim 2, characterized 
by the fact that the layers (1-2) of insulating material 
consist of polyester fibres (5). 

4. - Insulating article according to claim 3, characterized 
by the fact that the textile layer applied against the flat 
side of the fillers consists of a meshwork (2). 

5. - Insulating article according to claim 2, characterized 
by the fact that each ribbed filler consists of a material 
layer on which parallel strips (6) of the same material have 
been glued. 

6. - Insulating textile article, mainly as described above 
and shown in the attached drawings. 
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